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Rep| Description Matiere Code matiére
1 |Partie extérieure COC M1171
2 Cape PC blanc M0260
3 Corps
t
4 | Pafe inferenre| | ° nansparen MU260
5 Membrane Silicone M1001

PERFORMANCE SPECIFICATIONS

Flow rate

6-11/ hour at 1 meter head height

Priming volume

0.04 ml

Back pressure (no activated)

60 psi (test with water)

Back pressure (activated)

300 psi (with water)

Negative pressure

-29psi

Displacelment

-0.008< =0

Sterilization ETO and Gamma radiation
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Client / Promepla Promepla
Customer : Resp. BE: Qualité :
Davckun . F
09 L}\ /‘ {
Nom / Wame, date & signature
0 23/M10/2014 RANDAZZO Creation FOROQ73 : 8256
Rev. Date Designer Modifications N® ELCE%E(BZWS
Normes :
Matiere : VOIR NOTA P.1/1 Echelle: 2:1 |1
Code matiére : VOIR NOTA Revision : 0 Format : A4
REfe_renC,e 1 1CB20993 Tolérances générales : Unités : mm, °, ars
Designation :
SITE CLOS A ACTIVATION LUER - LLM CONNECTION PROMEPLA ==
SECURISEE FORO35-1

Propriété PROMEPLA - Usage Interne - Ne peut étre reproduit ou diffusé sans autorisation
Le Copori - 9, avenue Albert || - MC 98000 MONACO - Phone : + 377.97.98.42.32 - Fax : + 377.92.05.61.50
http://iwww.promepla.com



