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Technical data

 Density  ASTM D 792  1,04 g/cm3
 Melt flow rate (MFR 220°C-10kg)  ISO1133  27g/ 10min
 Hardness (Rockwell)  ISO 2039/2  112 R
 Tensile strength  ASTM D 638  45 MPa
 Strain at break  ASTM D 638  20%

 Cytotoxicity
 ISO 10993/ USP 
XXII Cl. VI

 Pass

 Accute Systemic Toxicity  USP XXII Cl. III  Pass
 Intracutaneous Toxicity  USP XXII Cl. III  Pass
 Hemolysis  ISO 10993  Pass
 Flrxural strength  ASTM D 790  69 MPa
 Water absorption  ASTM D 570  0,3 %

Main Medical Compliance: CEE Directive 90/128
European Pharmacopeia 3.2.2
USP classe VI
Italian Pharmacopeia X Ed.

Recommended Uses: Extrusion
Moulding
Blowing

Granule color: Natural
Red
Blue
White

Other: 11120_1440_1719
Recommended Sterilization *: *must be 
validated by the customer with his 
sterilization cycle

E.O.
Gamma radiation
Steam

Note: ABS- LATEX free- NO BPA- NO ESB RISK- Gamma sterilization 
Maximum 25kGy- SVHC list free (11/2008)- Accordance with BGA/ 
FDA- REACH compliance (Directive 1907/2006/EC)- MSDS- Other 
references: GILAC F200 BLU (6001), GILAC F200 RED (4006), white 
1719
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