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Checkvalve in stand by position Closed
: NOTA:
Maximum retrograde leakrate: < 0.1ml/ h at flow rate of 0.5 ml/ h -
Position of use: Ind s 75
ndependent Rep. Matiére Code Matiére
Priming: Airbubbles completely removable
Approximate Priming volume: 0.15ml SAN MO376
Crack pressure: < 12 mbar SAN MO0376
Crack pressure after back pressure of 6 bar
for 15 min P =-20mhbar =
Maximum back pressure: 6 bar 3 Silicone MO0256
Burst pressure (at room temperature in flow 6 bar
direction for 15 seconds air overpressure): APPROBATION / APPROVAL
Cllent P 1 P 1
EIBO\évsrgtsv I\g:lrémgtg‘lgrh ggz/: :accordmg fo DIN 2 90 mi/ min Cusizlr'lné’r: D n?::f ﬁjlac:H f &Tﬂ;?
Sterilization: ETO-gas, Y- irridation up to 50 kGy ! OA W F
. ‘ P oY ok, 4D
Ngin / Namerdate & signalure
3 | 03/04/2014 BOUJMADA Rep. 1 et 2 : Matiére ABS devient SAN et dgjout du priming volume FORO21 : 5959
Mise & jour graphique tableau caractéristique technique et cotation. Code matiere du
2 | 161/2011 |  RANDAZZO siicone MO114 devient M0256. Mise au format SW
1 15/10/2002 PASSEROTTI Ajout cadre de données technique
0 | 05/06/2001 PASSEROTTI Creation
Rev. Date Designer Modifications N° ES?%E&RPH

Normes : ISO 594-1/ -2

Matiére : VOIR NOTA
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Code matiére : VOIR NOTA

Revision : 3

Format : A4

Reference : PBBO1050
Designation :

VALVE ANTI-RETOUR TRANSPARENT LLF - LLM

Tolérances générales :

Unités : mm, °, grs
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