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APPROBATION / APPROVAL
Client / Promepla Promepla
~ Customer: Resp. BE : Qualité :
Checkvalve in stand by position Closed {‘_ 9
Maximum retrograde leakrate: < 0.1ml/ h at flow rate of 0.5 ml/ h ./[ m ! \[
/ AL
Position of use: Independent b
Priming: Airbubbles completely removable Nom / Name, date & signature
Crack pressure: 200 + 50mbar
Crack pressure after back pressure of 6 bar .
bt i ide P 200 + 50mbar NOTA:
Maximum back pressure: 21 bar - -
- Rep. Matiére Code Matiére
Burst pressure (at room temperature in flow 21 bar
direction for 15 seconds air overpressure).
- : PC M0260
Flowrate with glucose 40% with a pressure :
of 506 mbar g ° P = 150 ml/min
- = PC M0260
Flowrate with water (0.9% NaCl) with a > 170 mlmin
pressure of 500 mbar: -
3 Silicone M0114
Sterilization: ETO-gas, Y- irradiation up to 50 kGy
2 | 24/08/2015 RANDAZZO Mise & jour désignation, cotation et tableau technique FORO021: 7058
1 | 21/03/2012 BOUJMADA Mise au format SW.
0 |31/01/2008 THIBAULT Creation
Rev. Date Designer Modifications N° 282%;85?73

Normes : ISO 594 -1/2

Matiére : VOIR NOTA

P.1/1

Echelle : 3:1
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Code matiére : VOIR NOTA

Revision : 2

Format : A4

Reference : PBP18090

Designation :

VALVE Nervurée - PRESSION OUVERTURE 200 Mbar- LLF -

@E 3mm

Tolérances générales :

Unités : mm, °, grs
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