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NOTA:
Checkvalve in stand by position Closed Rep. Matiére Code Matiére
Maximum retrograde leakrate: < 0.1ml/ h at a flow rate of 0.5 ml/ h
Position of use: Independent eu
Priming: Airbubbles completely removable 2 ABS MO0480
Crack pressure: 200 £50 mbar 3 Silicone MO0114
Crack pressure after back pressure of 6 bar
bt i P 200 £50 mbar
Maximum back pressure: 21bar APPRGBATION / APPROVAL
f Client / Promepla Promepla
Burst pressure (at room temperature in flow . o e
direction for 15 (seconds air overpressure): 21 bar Customer: Resp. BE Qualité :
Flowrate with glucose 40% with pressure of :
ke Wi g b > 150ml/ min
Flowrate with water (0.9% NaCi) with a ; iy
pressure of 500 mbar: 2 170ml/ min Mo AS
Sterilization: ETO-gas, Y- irridation up to 50 kGy Nom / Name, date & signalure
3 | 27/04/2015 RANDAZZIO Mise a jour tableau spécifications techniques ef cotation. FORO21: 6825
2 | 15/09/2014 RANDAIZZO Code matiére M0403 remplacé par M0538. FORO21: 6274
Mise & jour graphique et colation. Ajout fableau caractéristique technigue et code
1 13/12/2011 RANDAZIO matiére M0603 pour colorant bleu. Code matigére M0071 remplacé par M0480.
Mise au format SW.
Rev. Date Designer Modifications N® cF)lShF%Egng

Normes : ISO 594-1/ -2

Matiére : VOIR NOTA P.1/1 Echelle : 3:1 &
Code matiére : VOIR NOTA Revision : 3 Format : A4
Reference : PBP19052 Tolérances générales : Unités : mm, °, grs

Designation :
VALVE ABS BLEU POUR TUBE

@E 3.55mm (0.14") - LLM
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